
Perfect-Fit™ Plus Wood Insert

Avalon Wood, Gas, Pellet & Electric Products
With the Avalon product line all the elements come together: architectural styling, innovative technology and dedicated 

craftsmanship, offering you a dream-fulfilling heating solution for every part of your house. Avalon manufactures steel and cast 
iron wood burning products, an extensive gas fireplace line, a pellet stove and insert line, electric fireplaces and also the beauti-
ful Tempest Torch gas outdoor lighting.  We hope our products will bring enjoyment, warmth and many pleasant hours spent 

in front of an Avalon of your choice.

Avalon Dealers are chosen to present our products because of their commitment to you, the customer. They are trained to 
provide the best possible sales experience, assist you in selecting the right hearth appliance and provide proper installation to 

ensure flawless operation. They are truly your local hearth product specialists.

www.avalonfirestyles.com
See the wide range of Avalon products at:

Pellet Stove & Insert 
Catalog

Wood Burning 
Catalog

Gas Fireplace & Insert 
Catalog

We reserve the right to improve or change our products at any time without prior notification. - Please refer to the Owner’s installation manual for complete installation 
requirements. Photos and illustrations are for descriptive purposes only.                                   Copyright © 2011/05   T. I.      #98800544

Electric Fireplace
Catalog

All Avalon firestyles are proudly made in the U.S.A.

Tempest Gas Torch
Catalog



Perfect-Fit™ Plus Wood Insert - Turn Your Old Inefficient Fireplace Into a Reliable Source of Heat!

Insert Wiring Kit
Normal installation requires a power 
cord for the accent light and standard 
convection fan to run out from the left or 
right bottom of the finish panel to a wall 
outlet. If you do not want the fan power 
cord running across your hearth, consider 
using the optional Fan Wiring Kit. 

This U. L. tested and approved kit allows 
you to hardwire the fan’s electrical 
connection within your existing fireplace. 

A
B

C

D

E

F

G

21-1/2” 
19-3/4” 
30-7/8”  (includes 2” for power cord)
18-7/8” (Masonry) 20-7/8” (ZC) 
17-3/4” (Masonry) 18-3/4” (ZC)
17-1/4” (US) 19-1/4” (CAN) 
44-7/8” 

Maximum  
Btu’s 

Per Hour 
73,300  

Accepts 
Wood 
Up To 

24” 

Twin 90 CFM 
Convection 

Blowers
Standard  

Up To 
10 Hour

Burn 
Time  

  

Heating 
Capacity 
1,200 to 

2,000 Sq. Ft.*  

2.2 
Cubic 
Foot 

Firebox  

Overall 
Efficiency 

83.5%  

EPA Phase II
Approved  

4.4  
Grams/Hour   

Heavy Gauge
Plate Steel 

Construction 
5/16” & 1/4”  

Kiln-Fired  
Masonry Lined 

Firebox and 
Baffle

Installation 
We suggest that you have an authorized Avalon dealer install your fireplace 
insert.  If you install the fireplace insert yourself, your authorized dealer should 
review your installation plans. 

The Perfect-Fit Plus Wood Insert is designed for installation in masonry 
fireplaces and most factory-built metal (Z.C.) fireplaces. Check with your 
local building officials for any permits required for installation of this fireplace 
insert and notify your insurance company before proceeding with installation. 

The Perfect-Fit Plus must be installed with either Positive Flue (full chimney 
reline) or Direct Connect Flue (See Owner’s Manual for details). 

Safety Testing 
Tested and certified by Intertek Laboratories Inc. Report #100289794 
PRT-001, Safety Tested to U. L. 1482 and ULC S628-93  

Firescreens for Children and Pets
If you have an infant, toddler or pets consider installing a firescreen in front 
of your insert.  Make sure it is tall enough so children can not climb over it, 
and that it is placed far enough away so that reaching arms can not touch 
the surfaces of the fireplace.  Your Avalon dealer offers a large selection of 
firescreens in many styles and designs to go with your new Avalon gas insert.

Minimum Fireplace Size  
A - Height (Front) 
B - Height (Rear) 
C - Width (Front) 
D - Width (Rear) 
E - Depth*  
F - Hearth Depth 
G - Hearth Width 

Surround Panels for the 
Perfect-Fit Plus Insert 
Designed to finish off the fireplace opening 
behind the Cypress face.   No Trim provided.

8” Single Piece Panel Set covera an area
42” Wide x 30-1/2” Height 

28-7/8”
(734mm)

18-7/8”
(480mm)

21-1/2”
(547mm)

19-3/4”
(502mm)

10”
(254mm)

17-3/4”
(451mm)

1-1/4” (32mm)

6” (153mm)

6-3/8”
(162mm)

Minimum Clearances to  Combustibles 

K

K  - Sidewall To Insert  N - Mantle  
L  - Side To Facing   O - Hearth (Side) 
M - Top Facing   P - Hearth Depth

41-1/2” 
6” US      8”  CAN
16” US   18” CAN

L

M

N

O

P

  * Heating capacity may vary depending on the degree of home insulation, floor plan, and ambient temperature zone of the area in which you live.
** EFFICIENCY testing was conducted in accordance with the CSA B415-1.0-2000 Method for Testing the Performance of Solid-Fuel-Burning Heating Appliances.  Tests were conducted at the 
    category two (medium low) burn rate for wood burning models.

9” 
9” 
39” 

Efficient and Clean Burning
Designed to deliver the maximum heat from the wood that is 
burned, the Perfect-Fit Plus maintains high operating temperatures 
allowing for a clean burn as well as remarkable heat transfer.  
A combination of the five-sided convection chamber and 
standard duel 90 CFM convection fans distribute the heat 
evenly throughout your home.  The unit is designed to provide 
up to 10 hours of heat from a single load of wood and heat 
up to 2,000 square feet.  This ultra-efficient, green fireplace 
insert is clean burning, non-catalytic and boasts an 76.9% 
efficiency as well as an EPA certified 4.4 grams per hour. 

 

Hidden rheostat 
control for fan and 
accent lights built 
into the face.

Standard LED Accent 
lighting built into the 
design of the face.

Concealed convection 
air outlet.  No visible 
grills or vents.

Contempory face design 
features curved surfaces 
and beautiful looks.

Clean, one piece 
surround panel to 
finish off the fireplace 
opening. 

Large one piece door for 
unobstructed view of the fire 
and secure easy to open and 
close door handle.  
Glass viewing area is 
22 1-1/2” w x 9-3/4” h

Standard Bypass 
Damper of easy fire 
starting and smokeless 
refueling of wood.

A single air control 
allows for easy operation.  
Controls both primary 
and secondary 
combustion air.

Easy To Live With
A single air control allows you to set the fire to your desired setting.  
Operation is easy and requires no guess work to burn efficiently.  
The Perfect-Fit Plus is also one of the only wood burning inserts 
to feature a bypass damper that lets you open the flue before 
starting or reloading your wood making fire start-up simple 
and preventing smoke spillage into your home. 

 

Cypress Face

Transform your old masonry fireplace with the clean, 
contemporary, sleek design of the Perfect-Fit Plus wood 
insert with the Cypress™ face. With no visible grills or 
venting the insert adds a polished touch to a modern decor 
while serving as a super-efficient heat source. The insert 
also features the unobstructed air wash system maintaining 
clarity and cleanliness of the glass year round.

Reduce Heating Bills
Cut back on heating costs by burning wood, one of the oldest and 
(still) most efficient sources of heating fuel.  The clean burning 
non-catalytic hearth technology found in the Perfect-Fit Plus is 
one of the most cost effective and dependable ways to provide 
warmth to your home and save money on fuel. 
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Insert Wiring Kit
Normal installation requires a power 
cord for the accent light and standard 
convection fan to run out from the left or 
right bottom of the finish panel to a wall 
outlet. If you do not want the fan power 
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using the optional Fan Wiring Kit. 
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Installation 
We suggest that you have an authorized Avalon dealer install your fireplace 
insert.  If you install the fireplace insert yourself, your authorized dealer should 
review your installation plans. 

The Perfect-Fit Plus Wood Insert is designed for installation in masonry 
fireplaces and most factory-built metal (Z.C.) fireplaces. Check with your 
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insert and notify your insurance company before proceeding with installation. 
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and that it is placed far enough away so that reaching arms can not touch 
the surfaces of the fireplace.  Your Avalon dealer offers a large selection of 
firescreens in many styles and designs to go with your new Avalon gas insert.
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Efficient and Clean Burning
Designed to deliver the maximum heat from the wood that is 
burned, the Perfect-Fit Plus maintains high operating temperatures 
allowing for a clean burn as well as remarkable heat transfer.  
A combination of the five-sided convection chamber and 
standard duel 90 CFM convection fans distribute the heat 
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Hidden rheostat 
control for fan and 
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design of the face.

Concealed convection 
air outlet.  No visible 
grills or vents.

Contempory face design 
features curved surfaces 
and beautiful looks.

Clean, one piece 
surround panel to 
finish off the fireplace 
opening. 

Large one piece door for 
unobstructed view of the fire 
and secure easy to open and 
close door handle.  
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venting the insert adds a polished touch to a modern decor 
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also features the unobstructed air wash system maintaining 
clarity and cleanliness of the glass year round.

Reduce Heating Bills
Cut back on heating costs by burning wood, one of the oldest and 
(still) most efficient sources of heating fuel.  The clean burning 
non-catalytic hearth technology found in the Perfect-Fit Plus is 
one of the most cost effective and dependable ways to provide 
warmth to your home and save money on fuel. 
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